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TEMAX XPS 300

Thermal insulation panels made of extruded polystyrene for insulation in construction -
Facade boards - Temax XPS

Extruded polystyrene intended for installation in connected facade systems for
external thermal insulation of buildings (ETICS).

Internal, external wall surfaces, roof,ceiling, basement,cavity wall thermal protection.
3D model buildings (decorative hapse)

Boards with straight edges and with overlap, dimensions 1250 mm x 600 mm,
thickness from 20 mm - 120 mm

Extruded polystyrene compliant with the standard BAS EN 13164+A1:2016 (EN
13164:2013)

XPS-BAS EN 13164 -T2 - CS(10\Y)300 - TR 200 - DS(70,90) - DLT(2)5 - WL(T)1,5

< 0.034 W/)mK)
d (mm) 20 30 40 50 60 80 100
| Ro(mK/W) | 0.63 | 0.94 | 1.25 | 1.47 | 1,82 2.29 2.94
E

Until installation, the product must be stored indoors, unless they are protected by PE
film

The product is not classified as dangerous for transport. During transport, take care
not to damage the building boards.

Installation by gluing with non-aggressive adhesives with additional fixing by
doweling. Apply the glue to the edges of the board in a width of approx. 5 cm as well
as in the middle of the board in 3 larger lumps or 6 smaller lumps evenly distributed.
At least 40% of the surface of the board should be covered with glue. Make sure that
the adjacent panels are offset in relation to each other by half of their length.

| Long-term 80 °C, short-term 95 °C

| 3 months after the date printed on the product

Does not release harmful substances when used properly. Chemically inactive.
Ensure good ventilation of the work area, and due to the appearance of dust, itis
recommended to wear a protective mask and safety glasses.

Recommended extinguishing agents for XPS are dry extinguishing agents, light foam
extinguishing agents and water mist.

Procedure with waste materials in accordance with local regulations on waste
management. The product is 100% recyclable and belongs to the non-hazardous

| category.

| Blue.

Smooth or structured (waffled or grooved)
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